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Radiation or the Assistant Adminis-
trator for Enforcement and Compliance 
Assurance, and served on the manufac-
turer, a manufacturer may be com-
pelled to cause the personal appearance 
of any employee at such a facility be-
fore an EPA enforcement officer. Any 
such employee who has been instructed 
by the manufacturer to appear will be 
entitled to be accompanied, rep-
resented, and advised by counsel. 

(d) EPA enforcement officers are au-
thorized to seek a warrant or court 
order authorizing the EPA enforcement 
officers to conduct the activities au-
thorized in this section, as appropriate, 
to execute the functions specified in 
this section. EPA enforcement officers 
may proceed ex parte to obtain a war-
rant or court order whether or not the 
EPA enforcement officers first at-
tempted to seek permission from the 
manufacturer or the party in charge of 
the facility(ies) in question to conduct 
the activities authorized in this sec-
tion. 

(e) A manufacturer is responsible for 
locating its foreign testing and manu-
facturing facilities in jurisdictions 
where local law does not prohibit an 
EPA enforcement officer(s) from con-
ducting the activities specified in this 
section. EPA will not attempt to make 
any inspections which it has been in-
formed local foreign law prohibits. 

§ 94.505 Sample selection for testing. 

(a) At the start of each model year, 
the manufacturer will begin to select 
engines from each Category 1 and Cat-
egory 2 engine family for production 
line testing. Each engine will be se-
lected from the end of the production 
line. Testing shall be performed 
throughout the entire model year to 
the extent possible. Engines selected 
shall cover the broadest range of pro-
duction possible. 

(1)(i) The required sample size for 
Category 1 engine manufacturers is one 
percent of projected annual U.S.-di-
rected production for all Category 1 en-
gine families, provided that no engine 
tested fails to meet applicable emission 
standards. Test engines shall include a 
proportional sample from each engine 
family. The required sample size is zero 
if a manufacturer’s projected annual 

production for all Category 1 engine 
families is less than 100. 

(ii) The required sample size for a 
Category 2 engine family is one percent 
of projected annual U.S.-directed pro-
duction for that engine family, with a 
minimum sample size of one test per 
model year provided that no engine 
tested fails to meet applicable emission 
standards. 

(2) Manufacturers may elect to test 
additional engines. All additional en-
gines must be tested in accordance 
with the applicable test procedures of 
this part. 

(3) The Administrator may reject any 
engines selected by the manufacturer if 
he/she determines that such engines 
are not representative of actual pro-
duction. 

(b) The manufacturer must assemble 
the test engines using the same mass 
production process that will be used for 
engines to be introduced into com-
merce. 

(c) No quality control, testing, or as-
sembly procedures will be used on any 
test engine or any portion thereof, in-
cluding parts and subassemblies, that 
have not been or will not be used dur-
ing the production and assembly of all 
other engines of that family, except 
with the approval of the Adminis-
trator. 

[64 FR 73331, Dec. 29, 1999, as amended at 68 
FR 9787, Feb. 28, 2003] 

§ 94.506 Test procedures. 
(a)(1) For engines subject to the pro-

visions of this subpart, the prescribed 
test procedures are those procedures 
described in Subpart B of this part, ex-
cept as provided in this section. 

(2) The Administrator may, on the 
basis of a written application by a 
manufacturer, prescribe test proce-
dures other than those specified in 
paragraph (a)(1) of this section for any 
engine he/she determines is not suscep-
tible to satisfactory testing using pro-
cedures specified in paragraph (a)(1) of 
this section. 

(3) If test procedures other than 
those in Subpart B of this part were 
used in certification of the engine fam-
ily being tested under this subpart 
(other than alternate test procedures 
necessary for testing of a development 
engine instead of a low hour engine 
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under § 94.9), the manufacturer shall 
use the test procedures used in certifi-
cation for production line testing. 

(b)(1) The manufacturer may not ad-
just, repair, prepare, modify, or per-
form any emission test on any test en-
gine unless this adjustment, repair, 
preparation, modification and/or test is 
documented in the manufacturer’s en-
gine assembly and inspection proce-
dures and is actually performed by the 
manufacturer or unless this adjust-
ment, repair, preparation, modification 
and/or test is required or permitted 
under this subpart or is approved in ad-
vance by the Administrator. 

(2) Any adjustable engine parameter 
must be set to values or positions that 
are within the range specified in the 
approved application for certification. 

(3) The Administrator may adjust or 
require to be adjusted any engine pa-
rameter which the Administrator has 
determined to be subject to adjustment 
for certification and production line 
testing, to any setting within the spec-
ified adjustable range of that param-
eter, as determined by the Adminis-
trator, prior to the performance of any 
test. 

(c) Service Accumulation/Green En-
gine Factor. The manufacturer shall 
accumulate up to 300 hours of service 
on the engines to be tested. In lieu of 
conducting such service accumulation, 
the manufacturer may establish a 
Green Engine Factor for each regulated 
pollutant for each engine family to be 
used in calculating emissions test re-
sults. The manufacturer shall obtain 
the approval of the Administrator prior 
to using a Green Engine Factor. 

(d) The manufacturer may not per-
form any maintenance on test engines 
after selection for testing. 

(e) If an engine is shipped to a facil-
ity other than the production facility 
for production line testing, and an ad-
justment or repair is necessary because 
of such shipment, the engine manufac-
turer must perform the necessary ad-
justment or repair only after the ini-
tial test of the engine, except where 
the Administrator has determined that 
the test would be impossible to perform 
or would permanently damage the en-
gine. 

(f) If an engine cannot complete the 
service accumulation or an emission 

test, because of a malfunction, the 
manufacturer may request that the Ad-
ministrator authorize either the repair 
of that engine or its deletion from the 
test sequence. 

(g) Retesting. If an engine manufac-
turer determines that any production 
line emission test of an engine is in-
valid, the engine must be retested in 
accordance with the requirements of 
this subpart. Emission results from all 
tests must be reported to EPA, includ-
ing test results the manufacturer de-
termines are invalid. The engine manu-
facturer must also include a detailed 
explanation of the reasons for invali-
dating any test in the quarterly report 
required in § 94.508(e). In the event a 
retest is performed, a request may be 
made to the Administrator, within ten 
days of the end of the production quar-
ter, for permission to substitute the 
after-repair test results for the original 
test results. The Administrator will ei-
ther affirm or deny the request by the 
engine manufacturer within ten work-
ing days from receipt of the request. 

§ 94.507 Sequence of testing. 

(a) If one or more Category 1 or Cat-
egory 2 engines fail a production line 
test, then the manufacturer must test 
two additional engines for each engine 
that fails. 

(b) The two additional engines tested 
under paragraph (a) of this section 
shall be selected from either the next 
fifteen produced in that engine family, 
or from those engines produced in that 
engine family within 48 hours of the 
completion of the failed test. 

[64 FR 73331, Dec. 29, 1999, as amended at 68 
FR 9787, Feb. 28, 2003] 

§ 94.508 Calculation and reporting of 
test results. 

(a) Manufacturers shall calculate ini-
tial test results using the applicable 
test procedure specified in § 94.506(a). 
These results must also include the 
Green Engine Factor, if applicable. 
Round these results to the number of 
decimal places contained in the appli-
cable emission standard expressed to 
one additional significant figure. 

(b) To calculate test results, sum the 
initial test results derived in paragraph 
(a) of this section for each test engine, 
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